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WD  3000 DUST ELIMINATOR 
The WD 3000 DUST ELIMINATOR is the most powerful delivery system in our product 
range. This unit can cover up to 6724 square meters. Fitted with 125 Degree 
oscillation angle, 60 degree adjustable throwing angle, for larger area coverage. 

The superfine mist created by this system captures airborne dust particles and drives 
them to the ground, ensuring compliance with the toughest air quality control 
standards. Also used for water evaporation and odour control. 

Proudly designed and manufactured in South Africa



DimensionsDimensions

Width 2.300 meters

Length 3.500 meters

Height 2.700 meters 

Weigh 816.50 Kg

Chemical Additives:Chemical Additives:

• Can be used with a chemical dosing pump for odour and improved dust abatement.• Can be used with a chemical dosing pump for odour and improved dust abatement.

General Specifications:General Specifications:

*Supplied with Heavy Duty Powder Coat on 3 wheels all terrain trolley with large pneumatic wheels, ball joint    
tow hook, fork lift chambers and 3 lifting hooks.
*Supplied with Heavy Duty Powder Coat on 3 wheels all terrain trolley with large pneumatic wheels, ball joint    
tow hook, fork lift chambers and 3 lifting hooks.

Air FlowAir Flow

* 44 000 CFM generated by 30 Kw Fan and motor* 44 000 CFM generated by 30 Kw Fan and motor

*  6724 square meters coverage.*  6724 square meters coverage.

* Oscillator gives 0-125 degrees of movement.* Oscillator gives 0-125 degrees of movement.

* Adjustable angle of throw 0-60 degrees of height adjustment.* Adjustable angle of throw 0-60 degrees of height adjustment.

Electrical Specifications:Electrical Specifications:

* Fan Motor 3 Phase / 30 kW / 380 Volt / 50 Hz* Fan Motor 3 Phase / 30 kW / 380 Volt / 50 Hz

* Motors are designed with a service factor of 1 capable of operating at +/- 2% of maximum design load (60 
Amp’s)

* Motors are designed with a service factor of 1 capable of operating at +/- 2% of maximum design load (60 
Amp’s)

* Oscillator Motor 3 phase / 0,09 Kw / 380 Volt / 50 Hz* Oscillator Motor 3 phase / 0,09 Kw / 380 Volt / 50 Hz

* Oscillator Speed 0.9 min. per cycle * Oscillator Speed 0.9 min. per cycle 

* 6 meter electrical cord with a 70 Amp 5 pin plug* 6 meter electrical cord with a 70 Amp 5 pin plug

* Booster Pump  3 Phase / 4 Kw / 380 Volt / 50 Hz* Booster Pump  3 Phase / 4 Kw / 380 Volt / 50 Hz

Water Specifications:Water Specifications:

*Water supply 250 kpa constant pressure to be delivered to booster pump.*Water supply 250 kpa constant pressure to be delivered to booster pump.

* Maximum delivered of booster pump* Maximum delivered of booster pump

• 4000 Lit/H  @ 1750 kpa • 4000 Lit/H  @ 1750 kpa 

• 7000 Lit/H @ 1300 kpa.• 7000 Lit/H @ 1300 kpa.

* Strainer included on installation* Strainer included on installation

* 1-1/2" Bsp male nipple connection provided on machine.* 1-1/2" Bsp male nipple connection provided on machine.

* Filter can be installed depend on nozzle sizes (In-line filter 30 mesh or 595 micron).* Filter can be installed depend on nozzle sizes (In-line filter 30 mesh or 595 micron).

FeaturesFeatures

* Droplet size of 50-200 microns.* Droplet size of 50-200 microns.

* Has a 'reach' of 80 meters.* Has a 'reach' of 80 meters.
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